YY 


JREq-ency comunicarions INC. 


PROGRAMMING INSTRUCTIONS FOR REGENCY 250 


1) Make.sure that jumper JU401 has not been cut. 


2 Por hieweie Int On. 

3) Press Pros sPrvor:, 

4) Press O-all reference to O corresponds to 10 on the 
key board. 

9) Press The six digits of the receive frequency (this is 


also the transmit frequency if this is a simplex 
Peete y rie eC lol eGaa Or 254.000). 


6) Press O for simplex 
Gwrorenalt duplex 
7) Press 4A°Toer fx; disable 
2 2OreCcTCss encode only 
or 


O for normal transmit and receive operation 


Dee emiecxD are TLsS determine CTCSS frequency. For no CTCSS 


press OO. 
LOST 
ee ees oe 


Jjuert Simplex was chosen, go to step 10. If half duplex was 
chosen, enter the six digit number of the transmit frequency. 


10) Press Enter, then the channel number the frequency is 
to be stored in. 


11) Press Manual, then the digit of the channel to review 
the channel. 


La rOrmenrerine anotherechannel,.go back towstep 5. bia 


other channels are to be programmed, turn the unit off, 
then on. The unit will now be ready for normal operation. 


NOTE: REMOVE JUMPER JU401 AFTER PROGRAMMING. 
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